Photometric Report: WV348222UBFR - Edwin Page 1 of 1
Polar Candela Distribution
K U Zc o 120° 170° 1602 1502 1409
LIGHTING % i
LUMINAIRE PHOTOMETRIC REPORT :E 1200
Filename: WV348222UBFR - Edwin 40 g
Manufacturer: KUZCO LIGHTING 20 1002
Luminaire: WALL MOUNT / WALL SCONCE oD 359
Luminaire Cat: WV348222UBFR a0 e
Lamp: DC LED
Lamp Cat: UNKNOWN 4 S
Ballast Desc: INPUT: 120VAC 0.17A 50/60Hz. OUTPUT: 12- o Qe
40VDC 350mA 20
Ballast Cat: NE012120035-2G 100 co®
Lamp Output: Total luminaire Lumens: 965.5 120
Max Candela: 119.3 at Horizontal: 307.5°, Vertical: 90° B - Max cd: 3,3;.5.}"# i 100.2?022?32 H Lo
Input Wattage: 13.3 W-0"H -45°H
Luminous Opening: (L: 2.28", W: 2.28", H: 22.52") = W ea il
Test: 2447-24
Test Date: 09 April 2024
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 20.8 2.2% 0-10 0.6 0.1% 90-100 113.8 11.8%
0-40 52.2 5.4% 10-20 4.9 0.5% 100-110 104.9 10.9%
0-60 173.5 18% 20-30 15.3 1.6% 110-120 904 9.4%
60-90 304.8 31.6% 30-40 31.3 3.2% 120-130 721 7.5%
70-100 329.7 34.1% 40-50 50.7 5.3% 130-140 519 5.4%
90-120 309.0 32% 50-60 70.7 7.3% 140-150 323 3.3%
0-90 478.3 49.5% 60-70 88.8 9.2% 150-160 16.0 1.7%
90-180 487.2 50.5% 70-80 103.3 10.7% 160-170 5.2 0.5%
0-180 965.5 100% 80-90 112.6 11.7% 170-180 0.7 0.1%
Isofootcandle Plot IHlluminance at a Distance
Cenker Beam fc Biearn Wwidth
5 3t 0.10 Fc
6 7R 0.02 fc
10,07 0.01 Fc
12 3R 0.01 fc
1677 0.00 fc
20.0f 0.00 fc
W 20 fc 2.5 fc 0.2 fc
W i0fc Wi 0.1 fc  Taotal LLF: 85
BWSfc 0.5fc M S0% Max Cd
Distance in units of mount height (SFE)
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